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DIN 8513: L-Ag56Sn, EN ISO 17672: Ag156 
AWS/SFA 5.8 :B-Ag7, EN 1044: AG102 

 

 

DESCRIPTION 
Silver brazing alloy with 56% silver for use in capillary-, pipes- and sheet metal parts. 
56SnIF is a seamless ”tube” of brazing alloy with inside flux. The silver brazing alloy have 
excellent floating and wetting -properties. The product is used in mechanics, heat-
exchangers and also for sanitary installations etc. 

ACTIVITY INTERVALL WORKING TEMP HEAT SOURCE 

620-650°C 650°C flame, induction 

BASE MATERIAL 

Copper, copper alloys, brass, steel and stainless steel 
 

MECHANICAL PROPERTIES(%) 

Rm  (Mpa) Rp 0,2 (Mpa) A (%) Densitet(g/cm3) 
375  30 9,5 

CHEMICAL ANALYSIS(%) 
Ag Zn Cu P Sn Si 

56 17 22  5  

PACKAGING 

Dimension(mm) Ø 1,6x500 Ø 2,0x500 Ø 2,5x500 Ø 3,0x500 

Kg/box 1 1 1 1 
Item number 9M2320R504 9M2320R503 9M2330R503 9M2333R503 

The product is also available in wires and rings. 
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